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1. GENERAL 


1.01 This section contains an index of the Bell System 
Practices which yvive the requirements and adjusting 
procedures for the various elements of the 28 teletypewriter. 
Also listed are the sections covering general information, such 
as lubrication and the tools required for cleaning and mainte- 
nance. Instructions on the insertion of paper and the replace- 
ment of tape are retained in this section. 


1.02 This section is reissued: 
(a) To transfer the requirements and adjusting procedures 
_ formerly contained in this section to a group of P sec- 
tions listed. In the process, a large number of changes have 
been made to bring the adjustments in line with the latest 


information. 
P34.001—Selector Mechanism 
P34.004—Motors and Governors 
P34.612—Typing Unit 
P34.614—Cabinet and Electric Service Unit 
P34.615—Auxiliary Features 
P34.620—Keyboard and Base 
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(b) To provide an index of Bell System Practices associated 
with the 28 teletypewriter. 


(c) To change the title of this section. 


Because of the extensive changes made, marginal arrows are 
not feasible. 


2. INSERTION OF PAPER AND RIBBON 
A. Path of Paper 


2.01 To replenish the supply of paper, open the dome of the 
cabinet, move the paper-release lever on the typing 

unit toward the rear, and remove the paper spindle. Insert the 
spindle in a fresh roll of paper and remount it so that the paper 
unwinds from underneath. Feed the paper over the paper- 
straightener shaft as shown in Fig. 1 and fold the end of the 
paper backward to square it off. With the paper-release lever 
toward the rear, start the paper feeding around the platen and 
then restore the release lever to its forward position. Depress 
the line-feed wheel and continue to feed the paper upward. Do 
not disturb the ribbon. Make certain that the paper passes 
under the paper fingers, which may be raised temporarily to 
facilitate the operation. It may be necessary to operate the 
release lever momentarily when finally straightening the paper, 


PAPER STRAIGHTENER SHAFT 


PAPER ROLL 


PAPER PRESSURE BAIL 


PRESSURE ROLLERS 


Fig. 1 


B. Path of Ribbon 


2.02 Toreplace the ribbon, open the dome, raise the toggles on 
the ribbon-spool shafts as shown in Fig. 2 to the vertical 
position, and remove both spools. Engage the hook that is on 
the end of the new ribbon in the hub of the empty spool. Wind 
a few turns of the ribbon onto the empty spool to make sure 
that the reversing eyelet has been wound upon the spool. Place 
the spools on the ribbon-spool shafts in such a manner that the 
ribbon feeds from the rear of each spool without twisting. Turn 
each spool slightly until the driving pins on the spool shafts 
engage the holes in the spools. Thread the ribbon forward 
around both ribbon rollers, through the slots in the ribbon- 
reverse levers, and through the ribbon guide on the typebox 
carriage. Make certain that the ribbon remains in the guide 
slots and that both reversing eyelets are on the ribbon-spool 
side of the reverse levers. Eliminate any slack in the ribbon 
by turning one of the ribbon spools. 


HOOK ON END OF RIBBON NEW RIBBON AND SPOOL 
RIBBON SPOOL SHAFT PIN RIBBON SPOOL SHAFT 


RIBBON SPOOL SHAFT 


FIGBON REVERSE LEVER RIBBON REVERSE LEVER’ 


RIBBON ROLLER RIBBON ROLLER 


Fig. 2 
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3. INDEX OF BSP’s COVERING THE 
28 TELETYPEWRITER 


3.01 The following Bell System Practices provide in detail 
specific information on the 28 teletypewriter. 


Title Section 
Cleaning Instructions ............. cc cece eee eee eee eees P34.010 
Disassembly Instructions .........cccceeee ccc ceeeeeceees P34.611 
General Information and Index ............cccceeeeeees P34.610 
Horizontal Tabulator ........ ccc ccc ccc cece cece ee eeeeee P34.618 
Installation of Function 

Parts on 28 Stuntbox ........ cc ccc cece cece ee eeeeees P34.460 
List of Units and Auxiliary 

PC ACUTES: closed cora'in dye Watts a ccopettlal a Base hal ete ae Bhalelataaee seaceisleels P34.101 
Lubrication 2csciadia th catego ean 1A ees P34.601 


Requirements and Adjusting 
Procedures: 


Auxiliary Features ..........cec ccc eeccccceeeeeeeeee P34.615 
Cabinet and Electric Service Unit ...............06. P34.614 
Keyboard and Base ........ cece cece cece cece eee eeee P34.620 
Motors and Governors ........ cece eee c cece cece eeeee P34.004 
Selector Mechanism ......... cece cece cece cece eceeee P34.001 
Typing: Unit! ncsiceaieciaae eet ewdee daw lads woe deat P34.612 
Sprocket Feed. oc iia. a sere tietiaita his Sas sees ews saree ae 28% P34.619 
Tools and Maintenance ~ 
Supplies. *s.csdeciwesucsetie eed Web eth eke eevee eae sed P30.301 
Unpacking and Assembly ........ ccc cceeeeeeeeeeeeees P34.012 
Wiring Diagram: 
Cabinet and Electric Service Unit ...............0000: P34.302 
Typing Unit, Motor Unit, and Base ...............06- P34.301 
28 Teletypewriter—Description and 
Operating Principles ............. ccc cee ceecceececeens P70.034 
28 Selective-calling Stuntbox—Description and 
Operating Principles ..........cccccccceeeeeceeeeeeees P70.035 


